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About LCR
Company LCR d.o.o. was established in 2005 as a wholesale company, active 
especially in electronics components market. As a young and responsive company 
that constantly follows customers and market demands, company broadened 
portfolio with industrial power supplies and industrial computers. Furthermore, 
following trends and new technologies is always a challenge for LCR team. Once LEDs 
become viral, we wanted to offer customers top quality/price/performance products. 
To achieve this goal, we tested several different suppliers many years. Now we are 
proud to say with great confidence that our products are mature, reliable and carry 
affordable price tag.
The most important goal is to accommodate customers with ‘’one stop shop’’, 
therefore listed products are supplemented with compatible DALI and KNX 
controllers for smart houses as well as with ‘’3-in-1’’ dimming controls (resistor, 
0/1-10VDC or PWM), which are not listed in this catalogue. We also offer technical 
support for installations and configurations of smart/dimming systems. Please 
contact LCR d.o.o. with specific requests for best solution. 
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Features:
•	 High CRI > 90, luminous LEDs & low light decay LED strip
•	 Double layered, pure copper PCB, great electrical conductivity & heat 

dissipation
•	 Long life span
•	 Strong tape on the back of LED strip
•	 Anti-static, flame retardant, abrasion resistant & chemical resistant LED strip

Typical applications:
•	 LED light box
•	 LED advertisement sign board
•	 LED sign
•	 Indoor lighting
•	 Outdoor lighting
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Specification:
•	 LED strip length per reel: 5m
•	 Input voltage: 12VDC / 24VDC
•	 LED manufacturer: Epistar
•	 Beam angle: 120 ~ 140°
•	 PCB colour: White

•	 Colour temperature: 2700K±100K; 3000K±200K; 
4000K±200K; 5000K±200K; 6000K±200K

•	 CRI: >90
•	 Operating temperature: -20℃ ~ 40℃
•	 Storage temperature: -20℃ ~ 80℃
•	 Minimum order: 5m

LT-48-3528SMD-60 

4.8 W/m 

12V / 0.4A | 24V / 0.2A

60

3528 SMD

5-6 for 2700K, 3000K, 4000K
6-7 for 5000K, 6000K

8

IP33  |  IP65  |  IP66  |  IP68

3,20  |  3,29  |  3,29  |  4,80

LT-144-5050SMD-60

14.4 W/m

12V / 1.2A | 24V / 0.6A

60

5050 SMD

15-16 for 2700K, 3000K, 4000K
16-17 for 5000K, 6000K

10

IP33  |  IP65  |  IP66  |  IP68

6,70  |  7,40  |  7,40  |  8,30

LT-96-3528SMD-120

9.6 W/m

12V / 0.8A | 24V / 0.4A

120

3528 SMD

5-6 for 2700K, 3000K, 4000K
6-7 for 5000K, 6000K

8

IP33  |  IP65  |  IP66  |  IP68

5,60  |  6,30  |  6,30  | 7,20

LT-144-2835SMD-120

14.4 W/m

12V / 1.2A | 24V / 0.6A

120

2835 SMD

12-13 for 2700K, 3000K, 4000K
13-14 for 5000K, 6000K

8

IP33  |  IP65  |  IP66  |  IP68

6,80  |  7,50  |  7,50  |  8,40

Series

Wattage

Input Voltage/Current

LEDs/m

LED type

Luminous flux 
(lm/LED)

Width(mm)

IP rate

Price - €/m 
(VAT excluded)
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LT-210-2835SMD-120

21 W/m 

12V / 1.7A | 24V / 0.8A

120

2835 SMD

18-19 for 2700K, 3000K, 4000K
19-20 for 5000K, 6000K

10

IP33  |  IP65  |  IP66  |  IP68

7,40  |  8,10  |  8,10  |  9,0

Series

Wattage

Input Voltage/Current

LEDs/m

LED type

Luminous flux 
(lm/LED)

Width(mm)

IP rate

Price - €/m 
(VAT excluded)

GENERATE ORDER CODE

www.lcr.si/generator-lt.php
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Series:
•	 LT

LEDs/m:
•	60 = 60LEDs/m
•	120 = 120LEDs/m

Width:
8 = 8mm
10 = 10mm

Wattage:
•	48 = 4.8W/m
•	96 = 9.6W/m
•	144 = 14.4W/m
•	210 = 21W/m

Voltage:
•	12VDC
•	24VDC 

Colour temperature:
2700K
3000K
4000K
5000K
6000KLED type:

•	2835SMD
•	3528SMD
•	5050SMD

IP rate:
•	 IP33
•	 IP65
•	 IP66
•	 IP68

LT-48-3528SMD-60-12VDC-IP33-2700K-8

Specification:
•	 LED strip length per reel: 5m
•	 Input voltage: 12VDC / 24VDC
•	 LED manufacturer: Epistar
•	 Beam angle: 120 ~ 140°
•	 PCB colour: White

Model 
Name 
Decoder
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Features:
•	 High CRI & luminous LEDs
•	 Aluminium PCB, great electrical conductivity & heat dissipation
•	 Long life span
•	 Easy installation

Typical applications:
•	 Showcase lighting
•	 Staircase lighting
•	 Bookshelf lighting
•	 Kitchen lighting
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Specification:
•	 Width: U aluminium profile 17.2mm / V aluminium profile 16.2mm

LP-48-3528SMD-60

Pure white, cold white, 
warm white, red, blue, 

green, yellow

12VDC

3528 SMD

60

12mm, white, aluminium 
PCB

4.8W/m

LP-96-3528SMD-120

Pure white, cold white, 
warm white, red, blue, 

green, yellow

12VDC

3528 SMD

60

12mm, white, aluminium 
PCB

4.8W/m

LP-72-5050SMD-30

Pure white, cold white, 
warm white, red, blue, 

green, yellow

12VDC

3528 SMD

60

12mm, white, aluminium 
PCB

4.8W/m

LP-144-5050SMD-60

Pure white, cold white, 
warm white, red, blue, 

green, yellow

12VDC

3528 SMD

60

12mm, white, aluminium 
PCB

4.8W/m

LP-172-5050SMD-72

Pure white, cold white, 
warm white, red, blue, 

green, yellow

12VDC

3528 SMD

60

12mm, white, aluminium 
PCB

4.8W/m

IP33 without 
aluminium profile

IP33 with 
aluminium profile

IP33 with aluminium 
profile & PC cover

IP65 with aluminium 
profile & epoxy 
waterproof

4,60

6,80

8,80

8,80

5,40

7,70

8,90

8,90

6,00

8,40

9,60

9,60

6,70

9,10

10,30

10,30

IP33 without 
aluminium profile

IP33 with 
aluminium profile

IP33 with aluminium 
profile & PC cover

IP65 with aluminium 
profile & epoxy  
waterproof

IP33 without 
aluminium profile

IP33 with 
aluminium profile

IP33 with aluminium 
profile & PC cover

IP65 with aluminium 
profile & epoxy 
waterproof

IP33 without 
aluminium profile

IP33 with 
aluminium profile

IP33 with aluminium 
profile & PC cover

IP65 with aluminium 
profile & epoxy 
waterproof

IP33 without 
aluminium profile

IP33 with 
aluminium profile

IP33 with aluminium 
profile & PC cover

IP65 with aluminium  
profile & epoxy  
waterproof

Series

Colour

Input voltage

LED type

LEDs/m

PCB

Wattage

IP rate
/

Price - €/m 
(VAT excluded)

5,30

7,40

9,20

9,20

10

LED Rigid Strips



LP-201-5630SMD-60

Pure white, 
cold white, 
warm white

12VDC

5630 SMD

60

10mm / 12mm, white,
aluminium PCB

20.16W/m

IP33 without 
aluminium profile

IP33 with 
aluminium profile

IP33 with aluminium 
profile & PC cover

IP65 with aluminium 
profile & epoxy 
waterproof

7,60

9,40

12,20

12,20

Series

Colour

Input voltage

LED type

LEDs/m

PCB

Wattage

IP rate
/

Price - €/m 
(VAT excluded)

GENERATE ORDER CODE

www.lcr.si/generator-lp.php
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Specification:
•	 LED strip length per reel: 5m
•	 Input voltage: 12VDC / 24VDC
•	 LED manufacturer: Epistar
•	 Beam angle: 120 ~ 140°
•	 PCB colour: White

Series:
•	 LP

LEDs/m:
•	30 = 30LEDs/m
•	60 = 60LEDs/m
•	72 = 72LEDs/m
•	120 = 120LEDs/m

Colour:
•	PW = pure white
•	CW = cold white
•	WW = warm white
•	R = red

Colour:
•	B = blue
•	G = green
•	Y = yellow
•	 -RGB = RGB

Wattage:
•	48 = 4.8W/m
•	72 = 7.2W/m
•	96 = 9.6W/m
•	144 = 14.4W/m
•	172 = 17.28W/m
•	201 = 20.16W/m

Voltage:
•	12VDC
•	24VDC 

Profile type:
•	N = without profile
•	U = U profile
•	V = V profile

Aluminium profile:
•	W = without aluminium profile
•	A = with aluminium profile
•	AP = with aluminium profile & PC cover
•	AE = with aluminium profile & epoxy waterproof

LED type:
•	3528SMD
•	5050SMD
•	5630SMD

IP rate:
•	 IP33
•	 IP65

LP-48-3528SMD-60-12VDC-IP33-A-V-R

Model 
Name 
Decoder
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Colour:
•	B = blue
•	G = green
•	Y = yellow
•	 -RGB = RGB

Features:
•	 High CRI & luminous LEDs
•	 Long life span
•	 Easy installation
•	 Easy replacement in case of failure
•	 Minimum order: 1000 pieces

Typical applications:
•	 Light advertising
•	 Backlighting
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Injection Modules
Specification:

LM-IN1-2835SMD

1

0.36W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

22*10*4.4

White (2700-10000K)

140º

32-34

3

0,26

LM-IN3-2835SMD

2

0.72W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

43*14.5*7.4

White (2700-10000K)

160º

60-66

3

0,44

LM-IN2-2835SMD

1

0.36W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

22*14.5*7.4

White (2700-10000K)

160º

32-34

3

0,30

LM-IN4-2835SMD

3

1.08W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

65*14.5*7.4

White (2700-10000K)

160º

96-100

3

0,48

LM-IN5-2835SMD

4

2.4W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

49.8*41

White (2700-10000K)

160º

200

3

0,68

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

PCB & housing 
material

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)
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LM-IN6-5630SMD

3

1.5W

5630 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

84.2*18.7

White (2700-10000K)

160º

120

3

0,52

LM-IN8-5054SMD

1

1.5W

5054 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

35*45*8

White (2700-10000K)

160º

120

3

0,52

LM-IN7-5630SMD

3

1.2W

5630 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

35*45*8

White (2700-10000K)

160º

120

3

0,52

LM-IN9-5054SMD

1

2.0W

5054 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

50*31*7.4

White (2700-10000K)

160º

160-180

3

0,68

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

PCB & housing 
material

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)
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IP68 Waterproof Modules
Specification:

LM-WP1-2835SMD

3

1.2W / 1.5W

2835 SMD

12VDC

IP68

>80

Aluminium PCB / ABS 
injection

71.5*15*8

White (2700-10000K)

160º

120

3

0,48

LM-WP2-2835SMD

3

1.2W / 1.5W

2835 SMD

12VDC

IP68

>80

Aluminium PCB / ABS 
injection

71.5*15*10

White (2700-10000K)

160º

120

3

0,48

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

PCB & housing 
material

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)

16

LED modules



COB Modules
Specification:

LM-COB1

1.2W

COB

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

74.5*18.7*4.2

White (2700-10000K)

160º

110

3

0,46

LM-COB2

1.2W

COB

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

69.5*18.2*6.9

White (2700-10000K)

160º

110

3

0,48

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

PCB & housing 
material

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)
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Economic Modules
Specification:

LM-EC1-2835SMD

3

0.72W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

62*12*4.4

White (2700-10000K)

140º

60-63

3

0,26

LM-EC3-2835SMD

3

0.72W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

65*14.5*7.4

White (2700-10000K)

160º

60-63

3

0,34

LM-EC2-2835SMD

3

0.72W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

75*12*4.4

140º

63-66 (for white colour)

3

0,28

LM-EC4-5050SMD

3

0.72W

5050 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

74*15*7.4

White (2700-10000K)

160º

66

3

0,38

Red / Yellow / Blue / Green / 
White (2700-10000K)

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

PCB & housing 
material

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)
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Epoxy Modules
Specification:

LM-EP1-5050SMD

3

0.72W

5050 SMD

12VDC

IP66

>80

FR4 / PVC

75*12

120º

66 (for white colour)

2

0,28

LM-EP3-2835SMD

3

0.36W

2835 SMD

12VDC

IP66

>80

FR4 / PVC

63*9

120º

30 (for white colour)

2

0,20

LM-EP2-5630SMD

3

0.72W

5630 SMD

12VDC

IP66

>80

FR4 / PVC

75*12

White (2700-10000K)

120º

120

2

0,30

Red / Yellow / Blue / Green / 
White (2700-10000K)

Red / Yellow / Blue / Green / 
White (2700-10000K)

LM-EP4-5050SMD

3

0.72W

5050 SMD

12VDC

IP66

>80

FR4 / PVC

78*15

RGB

120º

2

0,38

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)

PCB & housing 
material
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High Power Modules
Specification:

LM-HP1

1

1.5W

Epistar LED

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

43.8*28*8.5

White (2700-10000K)

160º

120

3

0,60

LM-HP3

1

2W

High power LED

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

45*30*7.6

White (2700-10000K)

160º

160

3

1,00

LM-HP2

1

1.5W

Osram LED

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

43.8*28*8.5

White (2700-10000K)

160º

140

3

0,84

LM-HP4

1

1.5W

High power LED

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

42*32*18.9

White (2700-10000K)

10x65º

100

3

0,74

LM-HP5

1

2.4W

High power LED

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

61*40*17.6

White (2700-10000K)

10x65º

190

3

1,44

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

PCB & housing 
material

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)
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LM-HP6

1

3W

High power LED

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

66*30*15.7

White (2700-10000K)

10x65º

240

3

2,58

LM-HP7

1

1.44W

2835 SMD

12VDC

IP66

>80

Aluminium PCB / ABS 
injection

47*24*13.8

White (2700-10000K)

10x65º

100

3

0,56

Model

LEDs (quantity)

Wattage

LED type

Input voltage

IP rate

CRI

PCB & housing 
material

Dimension (mm)

Colour

Beam angle

Luminous flux (lm)

Warranty (years)

Price - € 
(VAT excluded)

GENERATE ORDER CODE

www.lcr.si/generator-lm.php
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Series name:
•	LM

LED type:
•	2835SMD
•	5050SMD
•	5054SMD
•	5630SMD
•	COB
•	HPL = high power LED

Colour:
WW = warm white(2700-3500K)
NW = natural white(3900-4500K)
DW = daylight white(4800-5500K)
PW = pure white(6000-6500K)
CW = cool white(8000-10000K)
R = red
B = blue
G = green
Y = yellow
RGB = RGB

Model name:
•	 INx = Injection Modules
•	WPx = IP68 Waterproof Modules
•	COBx = COB Modules
•	HPx = High Power Modules
•	ECx = Economic Modules
•	EPx = Epoxy Modules

LM-IN1-2835SMD-WW

Model Name Decoder
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LC-RGB
Controller

5-24VDC

3, each channel < 10A

5V: <150W
12V: <360W
24V: <720W

30,00

LC-RGB
Remote-Controller

5-24VDC

3, each channel < 2A

5V: <30W
12V: <72W

24V: <144W

6,40

LC-DMX512
Controller/Decoder

12-24VDC

3, each channel < 8A

12V: <288W
24V: <576W

42,00

LC-RGB
Amplifier

5-24VDC

3, each channel < 10A

5V: <150W
12V: <360W
24V: <720W

14,00

LC-RGBW
Controller

12-24VDC

4, each channel < 3A

12V: <144W
24V: <288W

21,00

LC-DMX512
Mini-Controller/Decoder

12-24VDC

3, each channel < 4A

12V: <144W
24V: <288W

32,00

Specification:
•	 Recommended power usage: 80%

Model

Input voltage

Channels

Wattage 
 

Price - €  
( VAT excluded )
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Features:
•	 Constant voltage design
•	 Fully isolated plastic case
•	 Cooling by free air convection
•	 IP42 design
•	 Small and compact size
•	 Low cost, high reliability
•	 2 years warranty
•	 Rated power output up to 35W
•	 Output voltage 12VDC/24VDC
•	 Input voltage 90-264VAC

For information and orders please visit 
www.meanwell.si

MEAN WELL APV Series
GENERATE ORDER CODE

www.meanwell.si
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Features:
•	 Constant voltage design
•	 Cooling by free air convection
•	 Fully encapsulated with IP67 level
•	 Fully isolated plastic case
•	 Low cost, high reliability
•	 2 years warranty
•	 Rated power output up to 150W
•	 Output voltage 12/24VDC
•	 Input voltage 90-264VAC/180-305VAC

MEAN WELL LPV Series
GENERATE ORDER CODE

www.meanwell.si
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Features:
•	 Constant voltage PWM 

style output with frequency 
1,47kHz

•	 Plastic housing with class II 
design

•	 Built-in active PFC function
•	 Fully encapsulated with IP67 

level
•	 Function: 3 in 1 dimming (dim 

to off) / DALI
•	 5 years warranty
•	 Rated output power up to 

120W
•	 Output voltage 12/24VDC
•	 Input voltage 90-305VAC

MEAN WELL PWM Series
GENERATE ORDER CODE

www.meanwell.si

For information and orders please visit 
www.meanwell.si
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Features:
•	 Constant voltage mode output
•	 Metal housing with class I design
•	 Built-in active PFC function
•	 IP67/IP65 rating for indoor or outdoor 

installations
•	 Function options: output adjustable via 

potentiometer /
•	 3 in 1 dimming / timer dimming
•	 7 years warranty
•	 Rated output power up to 1000W
•	 Output voltage 12/24VDC
•	 Input voltage 90-305VAC

MEAN WELL HLG Series
GENERATE ORDER CODE

www.meanwell.si
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Features:
•	 High reliability
•	 3 years warranty
•	 Low ripple
•	 Super slim
•	 IP20 design
•	 Rated output power up to 100W
•	 Output voltage 12/24VDC
•	 Input voltage 200-240VAC

Features:
•	 High reliability
•	 3 years warranty
•	 Low ripple
•	 Super slim
•	 IP20 design
•	 Rated output power up to 60W
•	 Output voltage 12/24VDC
•	 Input voltage 200-240VAC

Snappy Linetype Slim Series

Snappy Super Slim Series

GENERATE ORDER CODE

www.lcr.si/snappy
For information and orders please visit 
http://www.lcr.si/snappy/
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LED profile ALU1

Recessed installation

13,2*3,7*2000

11,2*3,7*2000

Diffuser, 4 end caps

12,00

LED profile ALU2

Surface mounted

15,2*6*2000

13,2*4*2000

Diffuser, 4 end caps

11,60

LED profile ALU3

Surface mounted

16*12*2000

11,2*10*2000

Diffuser, 4 end caps

16,20

LED profile ALU4

Recessed installation

17,5*7*2000

12,2*5,45*2000

Diffuser, 4 end caps

12,60

Model

Installation

Overall dimension – W*H*L(mm)

Inner dimension – W*H*L(mm)

Accessories

Price - € / pcs
(VAT excluded)
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LED profile ALU5

Surface mounted

17,5*7*2000

12,2*5*2000

Diffuser, 4 end caps

11,20

LED profile ALU6

Surface mounted – corner profile

16*16*2000

10,56*8*2000

Diffuser, mounting clips, 4 end caps

12,20

LED profile ALU7

Surface mounted – corner profile

16*16*2000

10,56*8*2000

Diffuser, mounting clips, 4 end caps

12,00

Model

Installation

Overall dimension – W*H*L(mm)

Inner dimension – W*H*L(mm)

Accessories

Price - € / pcs 
(VAT excluded)
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LCR d.o.o. 
Hrastovec 1, 1236 Trzin 

Slovenia-EU, SI89968654

 
+386 1 542 99 10

 
+386 1 542 98 10

info@lcr.si

www.lcr.si
www.meanwell.si


